Instruction manual 53 Touch screen
Read this instruction manual carefully before switching on the main power!

1. The picture shows the start
screen. The start screen appears after the cabinet has been
switched on.
NOTE:
At this moment it is not possible
to select the language

2. The picture shows the following
indications:
- actual humidity always indicated
- Normal mode
This indication can during operation change into:
- Warning: Door alarm
- Warning: Humidity alarm
- Warning: temperature alarm
- Firmware
- Mainboard
- Build date
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3. The picture shows the Main
screen which appears after the
system has been switched on.

4. Select the Menu key on the
screen to change the preset
values .
NOTE:
Preset values can only be changed
after the login procedure has been
carried out.
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5. Select the Login key to activate
the login procedure.

6. Select the grey field or touch
the stars to activate the key pad
NOTE:
Keep in mind that you can’t
change anything if you are not
logged in.
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7. Press the preset code (3521)
from the manufacturer to login.
8. After the preset code has been
activated the password can be
changed.
9. After the password has been
activated the screen is showing
(Operator). This indication will
disappear after the logout key
has been activated.

10. Select the “Change password”
key to change the password.

Select field,
Enter new password,
Select close.
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11. After the login procedure has
been carried out the settings
can be changed.
12. Select the key ”Settings” if a
change in the settings has to be
carried out.

13. Select the value that has to be
changed.
For instance if the temperature has
to be changed, touch the value that
is indicated (05.00) and a keypad
will appear. Change the value (for
instance in 55°C by touching the 5
key twice) and confirm the new
value with the key “Enter”. If the
number behind the dot has to be
changed press 55.50 Don’t forget to
press the dot key between the first
and last two numbers.
Information about the Heater timer
and Boost function see below.
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14. Select the key “Alarms” if you
want to change the alarm functions.

15. After the alarm key has been
touched a screen with the alarm
settings will appear.
16. Select the value that has to be
changed by touching the grey
field indicating the value to be
changed.
17. The key pad will appear.
Change the value and confirm
with “Enter”
18. The alarm light and Bell (Buzzer) can be set in the on or off
position.
19. The alarm delay is set in
minutes.
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20. After the ”Regeneration” key
has been touched a screen with
the regeneration settings will
appear.

21. By switching ON the dynamic
regeneration. The regeneration
process will start automatically
when needed. The options for
regeneration time 1 and 2 are
blocked. For more information
about the dynamic regeneration
see below.
22. The regeneration times 1 and 2
can be skipped by selecting the
indication ON (or OFF ).
23. Select the value that has to be
changed by touching the grey
field. (see point 25)
24. Manually Start /Stop the regeneration by selecting this button.
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25. After the selection of the value
to be changed has been made
the value can be changed by
touching the keys on the keypad
26. Confirm the selected value with
the “Enter” key. The new preset
value will appear in the screen.

27. Select the key “System” to set
the time, the date, the button
sound, the adjustment of display contrast and display time
out.
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28. Select the time 14.35 behind
the Set time indication to set
the right time. After selection of
the field a keypad will appear.
Set the right time and confirm
with enter.
29. Set the date: Follow the same
procedure as described above.
30. The button sound can be adjusted by selecting the field and
choose on or off.

31. Select the + (plus) or –(minus)
indication to adjust the contrast
of the screen
32. Select the 0 (zero) indication to
adjust the Display timeout.
A keypad will appear, change
the timeout value and confirm
with “Enter”. After the timeout
time is passed the display will
be blanked.When you want to
use the display again, just tap
the screen and it will be back.
33. The language can be set by
clicking the flag
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34. Select the key “Events” . After
the selection has been made
the screen shows the events
since the cabinet was started.

35. The screen shows the events
since the cabinet was started.
The maximum capacity is 90
days. After 90 days the previous
events are lost if they are not
stored into a datafile. The cycle
is started again.
36. With the scroll function you can
move forward or backward.
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37. By touching the screen you can
move forward or backwards in
Time.
38. Selecting the “Menu” key brings
you back to the selection options

39. By touching the “Trend” key the
screen shows a graphic of the
ongoing performance of the last
3 hours of the cabinet.

Totech Europe BV
De Linge 28
NL-8253 PJ Dronten
www.totech.eu.com

Phone: +31 (0) 321 330239
Fax: +31 (0) 321 330254
K.v.K: Lelystad 390 86417
E-Mail: info@totech.eu.com

V.A.T.: NL813341887B01
IBAN :NL83Rabo0145683443
B.I.C./Swift: RaboNL2U
Bank: 1456.83.443

40. By touching the “Menu” key you
return to the menu screen.

41. By touching the “History” key
the screen shows an overview
of the past hours, days and
months.
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42. By touching the key, the screen
shows an overview of the past
days

43. Select the required date and the
screen shows the data of the
selected date.
44. Select the key ’’Save data” if
you want to save the data on
your computer system. Be sure
the cabinet is connected with
the Ethernet of your computer
system. For connection with
your network see last pages of
manual.
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45. By touching the scroll beam
you can scroll through the History.
46. Touching the arrows allow you
to move forward and backwards.
47. Touching the “Main”” key will
return you to the Main screen.

48. Select the “Menu key” to restart
the menu screen.
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49. Select the “Status key” to show
the current status of the cabinet.

50. The “Status screen shows the
actual status of the cabinet.
51. Touching the “Menu” key will
get you back to the menu
screen.

Totech Europe BV
De Linge 28
NL-8253 PJ Dronten
www.totech.eu.com

Phone: +31 (0) 321 330239
Fax: +31 (0) 321 330254
K.v.K: Lelystad 390 86417
E-Mail: info@totech.eu.com

V.A.T.: NL813341887B01
IBAN :NL83Rabo0145683443
B.I.C./Swift: RaboNL2U
Bank: 1456.83.443

52. Touching the “Light” key will
switch the internal lightning to
“on” or “off”.

53. The main screen shows you the
actual data about the humidity
and temperature.
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Dynamic Regeneration
The dynamic regeneration allows the cabinet to start the regeneration when needed.
When selected the software of the cabinet will automatically check every 10 minutes if the humidity is
within the set point or maximum 1% above set point. When a door has been opened the timer will
stop, during a door opening the measurement will not be performed. After the door has been closed,
the timer will start a countdown again (10 minutes). When the cabinet doesn’t reach it’s set point
(+1%) within the 10 minutes, automatically a regeneration will start.
When the dynamic regeneration is activated the manually regeneration times are deactivated.
They can only be set when the dynamic regeneration is set OFF.
After a regeneration the next regeneration will be blocked for 3 hours. The dynamic regeneration and
manually regeneration is not possible. When the cabinet needs a regeneration during the 3 hours the
“event” screen will show: “Regeneration overload”. After 3 hours the cabinet will automatically start a
regeneration.

Boost function
With the Boost function you can temporary increase the temperature inside the cabinet for a certain
amount of time. It will not affect the main temperature settings.
Example:
The main temperature is set on 40ºC.
The Boost function is set on 60 ºC for 120 minutes.
After accepting the settings the cabinet will heat up till 60ºC. When the temperature is reached the timer
will start and countdown 120 minutes. After the 120 minutes the cabinet will return to its set temperature
of 40ºC.

Heater timer
With the function Heater timer you can control the heater inside the cabinet.
You can set a timer during “Monday /Friday” and “Saturday/Sunday” .
This function allows you to disable the heater during the preset of time.
When you don’t need the heating function this will save energy.
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Ethernet connection

Set up the connection
The 53 screen is equipped with an RJ45 Ethernet port that allows remote access and extended logging capabilities.
To use these features the 53 screen must be connected to a (corporate) Ethernet network and set up with the network settings.
Before making the connection ask your network administrator for the appropriate network setting containing an
available IP address, subnet mask and gateway address.
Follow these steps to make a connection:
 Connect the RJ45 Ethernet port on the backside of the cabinet to an Ethernet wall-outlet using the supplied cable.
 Open network screen on the 53 screen (menu > network). See picture below.
 Enter the network settings supplied by your network administrator
 Change the VNC password to your preferred password (default: changeme)

Use the “ping” command in Microsoft Windows to verify the Ethernet connection to the 53 screen. Press the “Win
dows Key + R” on your keyboard and type “ping -t” followed by the 53 screen IP address (e.g. “ping -t
10.31.0.200”).
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Check if you get responses, see picture below. When a time-out occurred verify the connection and settings.

Remote access using VNC

The 53 screen has a build-in VNC server, with use of VNC it’s possible to remotely control the functions of the touch
screen.
For making a connecting VNC client software is required, this software is freely available for various platforms
(Microsoft Windows: UltraVNC Viewer / Google Android: AndroidVNC / Apple iOS (iPhone, iPad): MochaVNC).
In the picture below UltraVNC viewer is shown. Enter the IP address of the 53 screen and press “Connect”. When
the connection is made enter your VNC password configured in the 53 screen, network screen.
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It’s also possible to make a connection using the build-in Java viewer. In this case Java must be installed on the PC
(www.java.com). For using the java viewer open the 53 screen IP address in your web browser (e.g.
http://192.168.0.253)

Note: Notice that only one connection at once is allowed

Totech Europe BV
De Linge 28
NL-8253 PJ Dronten
www.totech.eu.com

Phone: +31 (0) 321 330239
Fax: +31 (0) 321 330254
K.v.K: Lelystad 390 86417
E-Mail: info@totech.eu.com

V.A.T.: NL813341887B01
IBAN :NL83Rabo0145683443
B.I.C./Swift: RaboNL2U
Bank: 1456.83.443

Download log files from 53 screen

Retrieving log files from the 53 screen is possible using an FTP client. There are two loggings: a humidity /
temperature log and a events log. The files are spitted per day. After downloading the log files they can be
converted to Microsoft Excel format using the “EasyConverter” tool.
Download log files:
 Open a web browser (e.g. Internet Explorer)
 In the address bar, type ftp://uploadhis:wre3R5@192.168.0.253. Replace the IP address with your TP-70 IP.
(when using other FTP clients: username = uploadhis / password = wre3R5)
 In the folder "datalog" and then "XSD" per day the log of the temperature and humidity files are found (*.dtl
files)
 In the folder "eventlog" per day the events logs are found (door openings, regenerations, ect) (*.evt files)
To convert the downloaded files into Microsoft Excel (.xls) format unpack the supplied “EasyConverter” tool on your
computer.

Open a *.dlt or *.evt file by double-clicking on it. When you using the tool for the first time follow these steps:

Verify that “Always use this program to open these files” is ticked and click on “Other…“.
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Browse in the “EasyConverter” folder for the “EasyConverster.exe” file and click on open. The log file is now automatically converted to a Microsoft Excel *.xls file. Do this for both the *.dlt and *.evt file. Next time opening a log
file just double-click on it to do the conversion.

Note 1: In the event log file the column “event” and “category” shows value 0 or 2. The events with a
value 2 can be deleted (these are for service purposes).
Note 2: In the data log file the temperature and humidity has two decimals. (e.g. value 4007 = 40.07 and
96 = 0.96)
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Other options

Mute alarm buzzer
When an alarm occurs (humidity, temperature or open door) the alarm buzzer sounds (if enabled). Press the alarm
text in the upper left corner to mute the alarm buzzer for the active alarm. If a second alarm occurs the buzzer is
unmute.

“Save data” button
The 53 screen continuously logs the humidity and temperature. These loggings are written into RAM (volatile). On
a 15-minute interval the samples are copied from the RAM to the non-volatile FLASH memory. The data (log file) in
the FLASH memory retained when the 53 screen is switched off.
When the 53 screen is switched off the data in the RAM is lost. When pressing the “save data” button (on the history screen) before power off forces the 53 screen to copy the data from the RAM to the FLASH and ensure no data
is lost. When the 53 screen is switched off without saving in worst-case 15 minutes of data is lost.

“Save to SD” button
When an SD-card is inserted in the 53 screen the “Save to SD” button on the history screen is displayed. When
pressing the “Save to SD” button the humidity and temperature log files are copied to the SD-card. Wait one minute before removing the SD-card to ensure all files are copied.
The files are in *.csv format and can be opened with Microsoft Excel.
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DECLARATION OF CONFORMITY

We, Totech EU BV,
De Linge 28, 8253 PJ Dronten, Netherlands
Declare under our sole responsibility that the product
SUPER DRY
MSD1202-52,MSD1212,HSD241-52,HSD351-52,HSD472-52,HSD-702-52, HSD1404-52, HSD140652,HSDI1100,XSD701-52, XSD1402-52,XSD701-53, XSD1412-52
XSD1402-53, XSD1412-53, SDF series, SDR serie,SDV26,SDV36,SDV46,SDV46E

To which this declaration relates is in conformity with the following standard(s) or other normative documents.

EN55011: 1998+A1:1999+A2:2002
EN61000-6-2:2001,2006/95EG, 2004/108/EG

16 October, 2011
Dronten
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